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AVS-1000B 
2 MP Indoor/Outdoor, Mid Sized HD-AVS IR Bullet Camera 

 

 

 

Features  

 2.8 ~ 12mm Manual Vari-Focal Lens 

 60’ IR LED Length 

 1080P Resolution 

 12 VDC 



 

AVS-1000B 
 

Specifications 
 

Model AVS-1000B 

Camera 

Image Sensor 1/2.8” 2Megapixel SONY CMOS 

Effective Pixels 1944(H)×1104(V) 

Synchronization Internal 

Video Output 1-channel BNC HD-AVS high definition video output 

S/N Ratio 50dB (AGC OFF, Weight ON) 

Min. Illumination 0.05Lux@F1.2 (0Lux w/IR LED on) 

Camera Features 

Max IR LEDs Length 60’/20m 850nm 

Day/Night Support 

White Balance Auto 

Noise Reduction 2D / 3D 

Lens 

Focal Length 2.8 ~ 12mm Manual Vari-Focal Lens 

General 

Power Supply DC12V 

Working Environment 14°F ~ 122°F/-10°C ~ 50°C 

Dimensions(W×H×D) 3.28”×4.22”×9.99”/83.2mm×107.3mm×253 .7mm 

Weight 2.20lbs/1kg 
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