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DVR-ESATA4 
1.5U Standard 19-inch Rack Case, 24TB External eSATA Storage 

 

 

 

 

 

Features 

 1.5U standard 19-inch rack case 

 4 SATA HDD, up to 24TB 

 eSATA port transmission speed up to 3Gbp/s 

 eSATA, USB 3.0 



 

DVR-ESATA4 
 

Specifications 
 

Model DVR-ESATA4 

System 

eSATA Interface 1 port, up to 3Gbps/s 

USB Interface 1 port, USB 3.0 

Internal HDD 4 SATA ports; up to 24TB (6TB Maximum per HDD) 

R / W Performance Read: > 64MB/s, Write: > 64MB/s 

Connected Devices IC Realtime DVR’s & NVR’s 

Environmental 

Power Supply AC 100 ~ 240V, 50/60Hz 

Power Consumption < 6.8W (w/o HDD) 

Working Environment 32°F ~ 104°F / 0°C ~ 40°C; 10% ~ 90% RH; 86 ~ 106kpa 

Storage Environment -4°F ~ 158°F / -20°C ~ 70°C; 5% ~ 90% RH 

Dimensions (W×D×H) 17.3” × 16.1” × 2.8” / 440mm × 408mm × 70mm; Standard 1.5U 

Weight 9.3lbs / 4.2kg (w/o HDD) 
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